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Hidrolik Hortumlar / Hydraulic Hoses

EPM RUBBER, RESISTANT TO SATURATED STEAM. 
HIGH TENSILE STEEL WIRE CORDS. 
ABRASION, HEAT, STEAM, OZONE AND WEATHER RESISTANT, PIN-PRICKED SPECIAL SYNTHETIC RUBBER. 
FOR SATURATED STEAM SERVICES AT A MAXIMUM WORKING PRESSURE OF 18 BARS (261 PSI) IN CHEMICAL PLANTS, STEEL MILLS, REFINERIES, 
SHIPYARDS AND ALL INDUSTRIES. 
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EPM GUMMI, SATTDAMPFBESTANDIG. 
HOCHZUGFESTE STAHLKORDEINLAGE. 
ABRIEBFEST, HITZE, DAMPF, OZON - UNO WITTERUNGSBESTANDIG, SPEZIELL GEPRICKTER SYNTHETISCHER GUMMI. 
GEEIGNET  FÜR ANWENDUNGEN MIT SATTDAMPF MiT MAX. 18 BAR (261 PSI ) FÜR CHEMIEINDUSTRIE, STAHLWERKE, RAFFINERIEN, WERFTEN UNO 
ALLEN INDUSTRIEBEREICHEN. 
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EPM KAUÇUK, DOYMUŞ BUHARA DAYANIKLIDIR.
YÜKSEK MUKAVEMETLİ ÇELİK TEL KORDOLAR.
AŞINMAYA, ISIYA, BUHARA, OZONA VE HAVA DURUMLARINA DAYANIKLI, İĞNE DELİKLİ ÖZEL SENTETİK KAUÇUK.
KİMYA TESİSLERİ, ÇELİK FABRİKALARI, RAFİNERİLER, TERSANELER VE TÜM ENDÜSTRİLERDE MAKSİMUM 18 BAR (261 PSI) ÇALIŞMA BASINCINDA 
DOYMUŞ BUHAR HİZMETLERİ İÇİN.
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Steel Wire Reinforced Steam 210°C
ISO 6134-2A

İŞARETLEME / MARKING / BESCHRIFTUNG : TRANSFER TAPE OR EMBOSSED

SSW563




